
Specifications for Extruded PVC wall panels – Ella’s Bubbles white label product (not original 
manufacturer) 
 
Product Name: Palisade™ Decorative PVC Wall Panels  
 
Manufacturer’s Name: Acoustic Ceiling Products (ACP) 
 
 
Tiles - Sizes: (Large) 5mm (15 3/64 inch x 25- 27/32 inch) (382.19 x 656.43 mm); 
 
Material: Polyvinyl chloride (PVC) 
 
Suggested adhesives: 
 
Direct surface application.  
 
Suggested Adhesives:  
 
Loctite® Power Grab® Ultimate (white formula only), Titebond® Titegrab Ultimate®, Liquid 
Nails® Fuze It® and Manus® 75-AM HV 
 
 
ENVIRONMENTAL  
 

- PVC site cuttings and unused pieces can be collected and recycled.  
- Product may be recycled upon final disposal. 

 
APPLICABLE STANDARDS, RELATED REFERENCES  
 

- ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building 
Materials.  

- Fire Performance: Per ASTM E 84 ■ Flame spread - (40) Class B 
 
 
Original resources: 
 
https://acpinternal.com/pdf/palisadeTechnicalSpecs.pdf 
 
https://acpinternal.com/pdf/palisadeProductData.pdf 
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